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As shown in Figure 5, intensity distnbution on the image plane is .... amount of aberration 
through simulation using measured Zernike coefficients. ... 
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Ultramicroscopy : The luriing of a Zernike pl-ias e plate with defocus .■. 
Adaptation of the Zernike phase plate. In the following section a favourable choice for the 
aberration is derived with respect to an optimum image of the ... 
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Even aberration measurement of lithographic projection system .■. 

The focus position is the position at which the aerial image has the maximum light From 

the simulation results, the absolute errors of the Zernike ... 

^^ .o.oox" "oivrf^^tleve/pii/SOIsygsiTOSOO^aog-Sirniiar pages 

fPDFi APPENDIX 4.8.B GSMT IMAGE QUALITY DEGRADATION DUE TO WIND LOAD 

File Forn-^ar; PDF/Adobe Acrobat - View .as..HIML 

The structural model used in this simulation was extracted from the IDEAS FEA model 
of .... Zernike Expansion (RMS) of the Image Aberration due to Wind Load ... 
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Wavefront Aberration Correction Using Zernike Polynomial ... A simulation, will 
demonstrate the effectiveness of the proposed technique along with the ... 
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tensity using the retrieved Zernike coefficients and com-, pared it with the experimental 
image intensity as shown in. Fig. 3. The dominant aberration is ... 
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Aberration Estimation from Single Point Image in a Simulated .■. 

estimate the Zernike coefficients of the simulated aberration simulation, the detector 

samples the image with a resolution ... 



Zernike Polynomials and Their Use in Describing the Wa vefront ... 
The simulation images and plots show how the various Zernike modes affect the ... A 
quick comparison shows that the wave aberration image in Figure 13 is ... 
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Cross-sectional image obtained from spherical aberration-free .■. 
However, if the ideal Zernike phase plate Is inserted, the image contrast .... The optical 
parameters used in the image simulation were adjusted to get good ... 
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